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Outline dimensions

Basic crane

Length 34' 7"
Width 9' 10"
Height 10' 6"
Weight 84,000 lb
Note: Weight includes carbody, upperworks, operator’s 
cab, mast, boom-hoist wire rope, maximum hoist and 
whip lines on drums, optional self-assembly jacks, full 
hydraulic fluid reservoir, and half tank of fuel.

Crawlers	

Length 26' 3"
Width 4' 4"
Height 3’ 9"
Weight 32,400 lb

Counterweight tray	

Length 21' 3"
Width 6' 3"
Height 3' 1"
Weight 35,300 lb

Upper side counterweight 
Series 1    	 x 6 
Series 2   	 x 8

Length 6' 8"
Width 5' 5"
Height 1' 4"
Weight 11,025 lb
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Outline dimensions

Lower carbody counterweight		
Series 2    	 x 2

Length 8' 2"
Width 5' 6"
Height 3' 0"
Weight 22,500 lb

19.7' No. 74A boom butt, wire rope guide 
and boom stop 	

Length 22' 6"
Width 6' 11"
Height 7' 5"
Weight 11,200 lb
Note: without aux drum –6,200 lb

29.5' No. 74A boom top, wire rope guide 
and straps	

Length 31’ 4”
Width 6' 8"
Height 8’ 6”
Weight 7,600 lb

9.8' No. 74A boom insert and straps	

Length 10' 4"
Width 6' 8"
Height 7' 3"
Weight 1,250 lb

19.7' No. 74A boom insert and straps	

Length 20' 5"
Width 6' 8"
Height 7' 3"
Weight 1,800 lb
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Outline dimensions

19.7' No. 74A boom insert with sheaves 
and straps	

Length 20' 5"
Width 6' 8"
Height 7' 10"
Weight 2,800 lb

39.4' No. 74A boom insert and straps

Length 40' 0"
Width 6' 8"
Height 7' 3"
Weight 3,200 lb

39.4' No. 74A boom insert with backstay 
lugs and straps

Length 40' 0"
Width 6' 8"
Height 7' 3"
Weight 3,300 lb

15' No. 134 jib butt, strut and stop	

Length 15' 4"
Width 2' 10"
Height 4' 3"
Weight 1,400 lb

15' No. 134 jib top and pendants	

Length 16' 3"
Width 2' 8"
Height 2' 8"
Weight 1,220 lb
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Outline dimensions

10' No. 134 jib insert and pendants	

Length 10' 3"
Width 2' 8"
Height 2' 8"
Weight 482 lb

20' No. 134 jib insert and pendants	

Length 20' 3"
Width 2' 8"
Height 2' 8"
Weight 750 lb

27' No. 135 luffing jib butt and struts	

Length 28' 11"
Width 5' 2"
Height 9' 11"
Weight 9,870 lb

23' No. 135 luffing jib top, roller and 
pendants	

Length 25' 7"
Width 5' 0"
Height 6' 8"
Weight 4,374 lb
Note: Includes wire rope guide.

10' No. 135 luffing jib insert and 
pendants	

Length 10' 4"
Width 5' 0"
Height 4' 4"
Weight 840 lb
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Outline dimensions

Weight ball

Capacity/Swivel 15 USt Diameter 3' 9"

Weight 1,310 lb Length 1' 9"

20' No. 135 luffing jib insert and 
pendants	

Length 20' 4"
Width 5' 0"
Height 4' 4"
Weight 1,350 lb

40' No. 135 luffing jib insert with 
backstays and pendants	

Length 40' 4"
Width 5' 0"
Height 4' 4"
Weight 2,315 lb

No. 74A A upper boom point	

Length 8' 8"
Width 1' 5"
Height 2' 8"
Weight 926 lb
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