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Off-road driving 

Axle weight distribution chart 

			 

 Remove:

	 7.3 ton (6.6 metric ton)

	 100 ton (90.7 metric ton)

			   Top jib

			   Base jib

			   Removable counterweight

64,700 lb (29,340 kg)

-550 lb (-251 kg)

-3,460 lb (-1,571 kg)

-1,180 lb (-534 kg)

-4,160 lb (-1,886 kg)

9,470 lb (4,296 kg)

129,000 lb (58,500 kg)

-360 lb (-165 kg)

-1,900 lb (-850 kg)

-740 lb (-336 kg)

-1,910 lb (-867 kg)

-24,700 lb (-11,200 kg)

64,300 lb (29,160 kg)

190 lb (86 kg)

1,590 lb (721 kg)

440 lb (198 kg)

2,250 lb (1,019 kg)

-34,160 lb (-15,496 kg)

4 wheel steer

2 wheel steer

Steering

40 %  
in short time

20 %
continuously

11 mph (18 km/h)

26.5R25☆☆

Speeds and gradeability
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TECHNICAL DATA  
FOR OPERATION
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Operation

Main boom

Winch

Slewing

approx. 170 s (42.0 ft -167.3 ft (12.8 m - 51.0 m))

14,600 lb (6,600 kg)

14,600 lb (6,600 kg)

3/4“ (19 mm)

3/4“ (19 mm)

935‘ (285 m)

482‘ (147 m)

1.5 min-1

-1.5°- 80.5° 
approx. 46 s (20°- 60°)


